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KEY LOCKING TWO POINT
COMPRESSION LATCH
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KEY CYLINDER SHOWN
IN UNLOCKED POSITION:

 
ROTATE 180°

TO LOCK

90° LATCH
ROTATION

90° LATCH
ROTATION

FULL

REVISION HISTORY

REV DESCRIPTION EN DATE REV. BY APVD. BY

 RELEASED, WAS 8-M11718 SHEET 1 OF 2 EN 5861 7/13/2018 SAA LSW

1

REVISED VIEWS TO DETAIL, ADDED CHART, 

REVISED/ADDED NOTES, REVISED 

DIMENSION

EN 5869 9/7/2018 SAA LSW

2 REVISED DIMENSION/CHART EN 5881 12/7/2018 SAA LSW

3 REVISED DIMENSION EN 5930 11/22/2019 SAA LSW

4 REVISED/ADDED NOTES EN 5935 1/10/2020 SAA LSW

5
REVISED VIEW/NOTE, ADDED BATCH 

CONTROL LABEL
EN 5645 3/20/2020 SAA LSW

6 REVISED VIEWS TO DETAIL EN 5947 4/3/2020 SAA LSW

.39 MAX. PANEL

(2.01) MAX. MTG.

BRACKET HEIGHT

(.45)

.43
TYP.

 HEX.

(4.25)

(3.83)

(.89)

(2.15)

(1.62)

(1.08)

(3.29)

FRONT SIDE
SCALE: HALF

BACK SIDE
SCALE: HALF

NOTES:
  1) FINISHES:
        A) BLACK PLASTIC RECEPTACLE (TEXTURED), CHROME HANDLE, FC (03)
        B) BLACK PLASTIC RECEPTACLE (TEXTURED), BLACK POWDER (TEXTURED) HANDLE, FC (42)
  2) ASSEMBLY SHIPPED IN THE UNLOCKED POSITION.
  3) RECOMMENDED TORQUE FOR TIGHTENING MOUNTING HEX NUTS: 10 in.-lbs. MAX.
  4) ASSEMBLIES SHIPPED IN A PARTITIONED BOX WITH THE HANDLE ASSEMBLY PLACED IN A
      SECURE POLY BAG AND THE MOUNTING BRACKET AND TWO HEX NUTS PLACED IN A SEPARATE 
      SECURE POLY-BAG WITH A SEPARATOR BETWEEN THE COMPONENTS.
  5) KEY CYLINDER WITH 10 KEY CHANGES, J201 THRU J210
      SUPPLIED WITH TWO DOUBLE BITTED KEYS
      EXAMPLE ORDER AS: 28520-A-JXXX-XX

CUSTOMER PRINT
SHEET 1 OF 2

R.330
TYP.

R.630

2.875

3.650

3.400

SUGGESTED CUTOUT
SCALE: FULL

(2.77)

.40
TYP.

.22
COMPRESSION 
STROKE

2 KEYS
SUPPLIED
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TRAVEL

1.00
TRAVEL
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TRAVEL
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TRAVEL

1.00
TRAVEL
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TRAVEL
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TRAVEL

RIGHT HAND
LATCH ROTATION

SCALE: HALF

LEFT HAND
LATCH ROTATION

SCALE: HALF

(1.62)

(2.41)
TYP.

n.11

TYP.

(.39)Ø
TYP.

.24Ø
TYP.

(1.83)
TYP.

1.91
TYP.

5.55

5.52

X GASKET

(SEE CHART)

(89°)

1.00
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1.00
TRAVEL

1.00
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1.00
TRAVEL

1.00
TRAVEL

CHART

GASKET THICKNESS

PART NUMBER X DIM. GASKET TYPE

28520 .05 25 DUROMETER TPE (O-RING)

28520-A .20 30 DUROMETER EPDM CLOSED CELL SPONGE
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1
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REF.

CYLINDER CAM IN
LOCKED POSITION

2

2

3

COMPONENTS SHIPPED
IN SECURE POLY BAGS,

SEE NOTE #4
(SCALE: HALF)
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4

SEPARATOR

5

5

ADD "A" FOR
THICKER GASKET

KEY NUMBER

FINISH CODE
SEE NOTE #1

BATCH CONTROL
LABEL 5
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