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This drawing and the designs, specifications and engineering information disclosed hereon are the property of Eberhard Manufacturing Company and are not to be disseminated or reproduced without express written consent.

The drawing is loaned in confidence and then only for consideration of the matter disclosed hereon.  In accepting loan of this drawing, recipient agrees to keep it and the matter disclosed hereon in confidence and not to use nor permit their use in any way

detrimental to Eberhard Manufacturing Company, Division of the Eastern Company.  21944 Drake Road, Cleveland, Ohio 44149-9712  ©  2015 EBERHARD MFG. CO.
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CLEVELAND, OHIO 44149-9712

THE EASTERN COMPANY

DIVISION OF

PART NUMBERMATERIAL
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SCALE

CHK.BY

DATE

DR.BY

685-PK

SMALL KEY LOCKING PUSH BUTTON LOCK
WITH ROUND FLANGE, SPRING LOADED PAWL,

GASKET AND RETAINER CLIP

7/24/2015
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THIS DOCUMENT IS IN ACCORDANCE WITH ASME
Y14.15-2009
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SUPERSEDES DRAWING 685-PK SHEET 1 OF 2 DATED 4-11-03.

REVISION HISTORY

REV DESCRIPTION EN DATE REV BY APVD BY

 CONVERTED TO 3D 5713 7-24-15 FLP MR
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� .25 REF

STRIKER

.78�
BUTTON

1.41�

1.65

.50

CYLINDER
ROTATION

DOUBLE BITTED KEY
(11) NICKEL, QTY: 2

KEY WITH No. STENCIL

SUGGESTED OUTLINE
     OF CUTOUT
     SCALE: FULL

.88

1.97

1.22�

90° CAM
TRAVEL

UNLOCKED
POSITION
CAM TO BE
INSTALLED IN THIS
ORIENTATION

RETAINER CLIP
SHIPPED LOOSE

 

NOTES:
1. AVAILABLE FINISHES:
     A. BLACK POWDER COAT RECEPTACLE WITH CHROME PUSH BUTTON, FC (31)
     B. BLACK POWDER COAT RECEPTACLE AND PUSH BUTTON, FC (30)
2. AVAILABLE KEY NUMBERS;
     A. H700D - H 749D
     B. J201 - J225
     EXAMPLE: ORDER PART NUMBER: 685-700P-31 (FOR "H" SERIES)

CUSTOMER PRINT
SHEET 1 OF 2

LOCKED
POSITION

1.03

1.25�

DUAL INTERNAL
O-RINGS

FOAM GASKET
SHIPPED INSTALLED
ON RECEPTACLE

LATCH ROTATES
INDEPENDENTLY
WHEN ASSEMBLY
IS LOCKED

23°

.54  BUTTON
      TRAVEL

PUSH BUTTON  (REF)
SPRING
1.8 lbs. AT ASSEMBLY
5.6 lbs. AT ACTUATION

TORSION SPRING  REF
1.17 lbs. AT ASSEMBLY
1.72 lbs. AT ACTUATION

.50


