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This drawing and the designs, specifications and engineering information disclosed hereon are the property of Eberhard Manufacturing Company and are not to be disseminated or reproduced without express written consent.

The drawing is loaned in confidence and then only for consideration of the matter disclosed hereon.  In accepting loan of this drawing, recipient agrees to keep it and the matter disclosed hereon in confidence and not to use nor permit their use in any way

detrimental to Eberhard Manufacturing Company, Division of the Eastern Company.  21944 Drake Road, Cleveland, Ohio 44149-9712  ©  2010 EBERHARD MFG. CO.

CONFIDENTIAL NOTICE:

CLEVELAND, OHIO 44149-9712
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REVISION HISTORY

REV DESCRIPTION EN DATE

 RELEASED, REF 2-M10245-R/L 5503 5-13-2011

1 REVISED CALLOUT AND NOTE 5519 9/2/2011

2 REVISED FINISH TO (BG) EN5567 8/17/2012

3.83

NOTES:
1. USE 1/4-20 GRADE 8 FASTENERS FOR INSTALLATION,
   RECOMMENDED TORQUE FOR TIIGHTEN: 14 FT-LBS.
2. FINISH: (BG) BEARING GREASE, E-COAT, FC (23)
       500min HOURS FORD WSB-M64J28-A1/A2/A3/A4
       CERTIFICATION REQUIRED

RIGHT HAND SHOWN
LEFT HAND OPPOSITE

LEFT HAND

RIGHT HAND
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STRIKER PIN
REF 240-52U
NOT SUPPLIED

UNLOCKING
ROTATION

55°

.83

.49

CUSTOMER PRINT
SHEET 1 OF 2

� .26
2 PLACES

X X
X X

.25 MIN.

.62

.88

.125

1

RIVET TO BE MARKED WITH
YELLOW PAINT DOT ON ALL 
500 HR SALT SPRAY CERTIFIED
ASSEMBLIES


